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Features: 

 Powerful 45-watt RMS (Max) for loud, clear sound projection. 

 Full-range high efficiency 5" loudspeaker. 

 Lightweight contoured design-Just 2.95kg. 

 2 power modes: AC and rechargeable battery. 

 Battery charging indicator. 

 Up to 8 hours of operating time per charge. 

 For crowds up to 200. 

 Built-in UHF single frequency receiver. 

 A single wireless mic can broadcast to multiple MA-101 (same frequency) for expanded coverage.  

 Line-input accepts an external iPod, MP3 or CD player. 

 Line-output for external audio recordings.  

 Microphone input for one wired dynamic microphone. 

 Up to 2 mics can be used simultaneously (1 wireless & 1 wired). 

 Separate wireless and wired mic volume controls  

 Built-in storage compartment. 

 Integrated microphone stand mount 

 Rechargeable battery, shoulder-carrying strap included 

 Optional storage & carry bag available. 

 100% made in Taiwan. 

 

 

 



 

MA-101 Personal Wireless PA System  
 
 

  Specifications: 
Receiver Channels Built-in UHF 1 fixed channel 
AF Power Output 45W (Max)/4Ω 

T.H.D. <0.1% 

Frequency Response 60Hz~15KHz ± 3dB 

Speaker 5-inch, full-range 

Audio Inputs Mic-in & Line-in jacks 

Power Supply Built-in 12V/2.7AH rechargeable battery, charger & 90 ~264V AC switching 
power supply 

Charging & Operating Time 8 hours continuous use per 4 hours charge (automatic charging management) 

Dimensions 160(W)×178(H)×285(D)mm / 6.3(W)x7.0(H)x11.2(D)" 

Weight 2.95kg / 6.5lbs 

Exterior Color Black 

Approvals & Patent New style patents; Telecom and safety regulations approved 

Matching Transmitters MH-80 /MT-801a 

Matching cabled microphone Optional MM-107 

Note Varied specifications on carrier frequency range, maximum deviation, RF 
output power and spurious emission to comply regulation of different 
countries. 

 
 
 
Matching Transmitters: 
 

 
 
 
 
 

      MH 80                  MT 801a 

 
 
 
Accessories: 

  

  MB30                  MS30              SC10 

http://www.mipro.com.tw/link/2_1_1_2_3_mt103a.htm
http://www.mipro.com.tw/link/2_7_5_mb.htm
http://www.mipro.com.tw/link/2_7_5_ms.htm

